
Tango® sockets

ZPO D1B-TA               ZPO D2B-TA         ZPO D ATA1 iS-3kV   ZPO D ATA2 iS-3kV

Classic sockets

ZPO D11-CL                 ZPO D21-CL              ZPOI D11-CL              ZPOI D21-CL

Mosaic sockets

ZPO D LMO1 iS-3kV                               ZPO D LMO1 iS-3kV
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*Tango® is ABB, Ltd. companies registered trademark

OVERVOLTAGE PROTECTION SOCKETS
ZPO D, ZPOI D

PRODUCT SPECIFICATION

TECHNICAL PARAMETERS

Usage as 3rd level (  T3 , fine protection) in 3-level protection concept against 
overvoltage 

It decreases overvoltage and reduces overvoltage wave energy caused by 
induction and switching processes in the connected low voltage network

Installation into the installation boxes 

Protection against the transverse and longitudinal overvoltage (L/N, L/PE, N/PE)

Protective effect provided by a varistor combined with spark gap

Optical signalization state of overvoltage protection:

- basic version – a green indicator signals OK function  
- inverse version (I) –  a red indicator  signals OUT / faulty

Other overvoltage protection sockets on demand kiwa@kiwa.sk

Type new series

Max. operation voltage Uc 280 V AC 280 V AC

Nominal voltage Un 230 V AC 230 V AC

Nominal discharge current (8/20)    In 2,5 kA -

Max. discharge current (8/20) Imax 5 kA -

Open circuit voltage Uoc 4 kV 3 kV

Voltage protection level at 5 kA (8/20)   

L-N                                               UP ≤1,5 kV ≤0,9 kV

L-PE
L/N

UP
UP

≤1,5 kV
≤1,2 kV

≤1,5 kV
≤1,2 kV

Response time
< 25 ns

< 100 nsL/N tA

L(N)/PE tA

Prospective short-circuit  
current of a power supply Ip 6 kAef 

Overcurrent protection   ≤16 A with disconnection chars. B, C, D

Status indication of  TDD 
(Thermic Disconnecting Device) green (OK) or red (OUT)

Products comply with norms
     EN 61643-11
     IEC 61643-1
     VDE 0675-06

type 3  T3
class III

Klasse D

Type Order No.

ZPO D1B - TA, without box 92.005

ZPO D2B - TA 92.008

ZPO D11 - CL 92.035

ZPOI D1B - TA 92.069

ZPOI D2B - TA 92.070

ZPOI D11 - CL 92.071

ZPOI D21 - CL 92.072

ZPO D2R - TA 92.094

ZPOI D1R - TA 92.098

ZPOI D1 - TA 92.110

ZPOI D2R - TA 92.116

Type Order No.

ZPO D1M/74111-MOSAIC 92.011

ZPO D1M/74114-MOSAIC 92.012

Type - new series Order No.

ZPO D LMO1 iS-3kV white 92.162/20

ZPO D LMO1 iS-3kV red 92.162/10

ZPO D ATA1 iS-3kV white 92.166/10

ZPO D ATA2 iS-3kV white 92.164/10

ZPO D LMI1 zS-4kV white 92.165/10

iS - status indication - red (OUT)   
zS -  status indication - green (OK)    
number of socket

socket type

producer

type of SPD

ZPO D   -        - UOC open circuit voltage 


